








Distinctive S-curve interlocking profile - a bold design 
statement.

"The Rustic Cobble's tumbled finish gives it the 
look of authentic old-world cobblestones — 
perfect for creating a European-style courtyard 

Thickness 38mm

Coverage 125sq.ft. per pallet

Shape S-curve wave interlocking profile

Colors Comes in all colors

HydroFlo® NOT available - standard paver only

Pattern Styles

RUNNINGBOND HERRINGBONE OLD TOWN

STEP RUNNING BOND

New Wave Paver

Pacific Interlock Pavers Commercial Series

Pacific Interlock Pavers, Inc. · 831-637-9163 www.pacinterlock.com

Product Specifications About This Product

NOT AVAILABLE IN
HYDROFLO®
Advanced Permeable
Paver System
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Colors represented herein are depicted as accurately as possible. However, due to the nature of our 
product and the variables in printing reproduction, exact color matching cannot be guaranteed. Custom 

colors are available upon request.

Color Selection Guide
Standard colors plus new additions. Custom colors available upon request.

B2
(RED/BROWN/
CHARCOAL)

B1 
(RED/BROWN)

B3
(RED/TAN)

B4
(RED/TAN/CHARCOAL)

B6
(GRAY/CHARCOAL)

B5
(TAN/BROWN)

B8
(GREEN/CHARCOAL)

B7
(TAN/CHARCOAL)

B10
(BROWN/CHARCOAL)

B9
(RED/CHARCOAL)

W2
(CREAM/TAN)

W1
SB TAN (SANTA 
BARBARA TAN)

S2
Tan

S1
Red

S4
GREY

S3
BROWN

C6
MADDIE’S GREY

S5
CHARCOAL

C7
CYPRESS GREEN
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Artificial

Turf
Standard & HydroFlo® Pavers — engineered for beauty, built for life.

Explore our full line of concrete interlocking paving stones.



Pile Height: 1.75 inches

Total Weight: 103 oz./yd²

Color: Field Green, Olive Green

Thatching: Brown, Green

City Elite So�t
Pile Height: 1.5 inches

Total Weight: 74 oz./yd²

Color: Field Green, Olive Green

Thatching: Brown, Green

Coastal Cobble So�t

Pile Height: 2 inches

Total Weight: 111 oz./yd²

Color: Light Brown, Emerald
Green, Field Green, Lime Green
Thatching: Brown, Green

Cypress Elite Natural
Pile Height: 0.625 inches

Total Weight: 57 oz./yd²

Color: Medium Bi-Color Green

Thatching: Medium-Heavy

Estate Birdie Putt

Pile Height: 0.75 inches

Total Weight: 59 oz./yd²

Color: Emerald Green,
Olive Green
Thatching: Brown, Green

Grand Multi Purpose
Pile Height: 1.75 inches

Total Weight: 103 oz./yd²

Color: Field Green, Olive Green

Thatching: Brown, Green

Maddie's Natural
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Artificial

Ivy
Standard & HydroFlo® Pavers — engineered for beauty, built for life.

Explore our full line of concrete interlocking paving stones.



COLOR:
SIZE:
LEAF SIZE:  Small Leaf (1/2" x 3/8")

20" x 20"

Dark Green & Yellow COLOR:
SIZE:
LEAF SIZE: Small Leaf (1/2" x 5/16")

20" x 20"

Light Green & Dark Green

COLOR:
SIZE:
LEAF SIZE:

(1 1/2" x 2 1/2" width, variable length 2"–3 1/5")

Medium Leaf 
24" x 24"

Light Green & Dark Green COLOR:
SIZE:
LEAF SIZE:

(2-3/4" x 5/16" – 3-1/2" x 1-3/4", assorted sizes)

Medium Leaf 
20" x 20"

Light Green & Dark Green

Midnight Ivy Real Ivy

Serene Ivy True Hedge Ivy
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Technical

Guides
Installation specifications for Standard and HydroFlo

permeable paver systems. Always consult a certified soil engineer



Pacific Interlock Pavers Commercial Series

Pacific Interlock Pavers, Inc. · 831-637-9163 www.pacinterlock.com

Standard Paver Installation Guide

Cross Section Typical Installation - Per ICPI Standards

Note: Standard thickness 2.375in (60mm). By special order, also available in 3.125in (80mm).
For driveways, heavier base rock required. Always consult a professional installer.

Paver 

Sand Bed

Base Rock

Subgrade

2 3/8in

1" Sand

3-4in Compacted

Existing Soil

Paver 

Sand Bed

Base Rock

Subgrade

2 3/8in

1" Sand

4-7in Compacted

Existing Soil

Paver 

Sand Bed

Base Rock

Subgrade

3 1/8in

1" Sand

4-7in Compacted

Existing Soil

Paver 

Sand Bed

Base Rock

Subgrade

3 1/8in

1" Sand

3-4in Compacted

Existing Soil

60MM - PATIOS AND SIDEWALKS 80MM - PATIOS AND SIDEWALKS

60MM - DRIVEWAYS 80MM - DRIVEWAYS

HydroFlo Installation Guide PERMEABLE  PAVERS

60MM AND 80MM

Materials and Depth Specifications - Per ICPI (Interlocking Concrete Paving Institute)

Please consult a certified soil engineer prior to installation. Permeability can range from 0 to 
26.5% depending upon pattern layout.

IMPORTANT DRAINAGE FACTORS - CONSULT SOIL ENGINEER

- Land use     - Vegetation
- Soil type     - Drainage area and pattern
- Slope      - Basin shape
- Topography     - Natural conditions (ponds, etc.)

Materials and Depth Specifications - Per ICPI 
(Interlocking Concrete Paving Institute)

X-4in

6in-
27.5in

BEDDING COURSE

BASE DEPT

SUB BASE DEPTH

1in-
2in

Fill Joint Material ASTM-C33

#57 Med Choker Stone (+/- 1/2in Rock) 
- Not to exceed 4in per ICPI 
- Point Fill: ASTM C53

+/-, 1/2” Rock
Med Choker 
Stone

2-2.5” Rock
Large Choker 
Stone

Bedding 
Material

#2 Large Choker Stone (2in-2.5in Rock) 
- 6in to  27.5in MAX per ICPI

#57

#2

#8-9
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Installation Guide
Step by Step

Compact Base

Cut Pavers for Edges

Sweep Finishing
Sand into Joints

Final Compacting

Install Edge Strip Compact Pavers Level

Screed Sand Install Pavers

For complete installation  
instructions, contact your 
Installer, Contractor, or 
Pacific Interlock 



Pacific Interlock
Since introducing HydroFlo permeable pavers to Northern California, Pacific 

Interlock has remained the industry leader in innovative, beautiful, and 
sustainable paving solutions.

1895 San Felipe Rd., Hollister, CA 95023

2026 Pacific Interlock Pavers, Inc. - All Rights Reserved - US Patent 7927037 B2
- CAN Patent 2,746,731 - AUS Patent 2010281428

Save the World. Pave the World!

831-637-9163
PHONE 

pacinterlock.com
WEBSITE

info@pacinterlock.com
EMAIL

P A V E R S - T U R F - I V Y


